
APPLICATION

•	 Housing and probe are Built and 
Designed for Purpose

•	 Explosion Proof Head
•	 Integral programmable transmitter

•	 High Accuracy
•	 Broad temperature range
•	 Highly linear temperature 

response

NEC Explosion-Proof Approvals for 
Explosion Proof Head: 
•	 FM/CSA: Class I Division 1; 

Groups A,B,C,D; DIP Class II 
Division 1; Groups E,F,G; Class III; 
Type 4/4X 

•	 CSA Canada: Ex d IIC Gb; Ex tb 
IIIC Db; IP66 

•	 CSA U.S.: Class I Zone 1 AEx d IIC 
Gb; Zone 21 AEx tb IIIC Db; IP66 

•	 IEC Flameproof Approvals: ATEX: 
II 2GD Ex db IIC Gb; Ex tb IIIC 
Db; IP66 IECEx: Ex db IIC Gb; Ex 
tb IIIC Db; IP66 

•	 Ta = -20°C to 100°C (-4°F to 
212°F)

The Mustang MIV1 Inlet RTD Assembly is used in the 

Mustang Intelligent Vaporizer Sampling System® - 

Model 1 to accurately measure the inlet temperature 

of the process fluid.  

Mustang® MIV1® Inlet Resistance Temperature 
Detector (RTD)

FEATURES BENEFITS

LNG

The Mustang MIV1 RTD Assembly 
is used in the Mustang Intelligent 
Vaporizer Sample System -  
Model 1 to accurately measure the 
inlet temperature of the process 
fluid using a 100 ohm platinum 
element. The resistivity of platinum 
is temperature dependent, 
allowing the element’s resistance 
to be measured as a temperature 
indicator and communicated 
through a transmitter.

The Mustang MIV1 RTD Assembly is 
integral to the current MIV1 design 
and is available as a retrofit for 
previous MIV1 designs.



About Mustang Sampling
Mustang Sampling, LLC is 
the innovator of Analytically 
Accurate® solutions within sample 
conditioning systems. We provide 
custom solutions of products and 
services globally to the Natural 
Gas, Renewable Natural Gas 
(RNG), Natural Gas Liquids (NGL), 
and Liquefied Natural Gas (LNG) 
industries. Mustang Sampling 
continues to pioneer integrated 
control systems, allowing our 
customers to maintain phase 
stability from sample extraction 
at the source through sample 
analysis. Our products are 
continuously improved and 
subjected to the highest quality 
standards which provides our 
customers with the best sample 
conditioning solutions. 
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WIRING DIAGRAM

PRODUCT SPECIFICATIONS

RTD Platinum 100 ohms @ 0°C, α=0.00385

Temperature Range -328° to 152° F (-200° to 67°C)

Output 4-20 mA

Wetted Material 316SS

Analytically Accurate®

TECHNOLOGY


